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MODULAR CHASSIS AND ASSEMBLING
METHOD THEREOF FOR
ACCOMMODATING SERVER

RELATED APPLICATIONS

This application claims priority to Taiwan Application
Serial Number 103109952, filed Mar. 17, 2014, which is
herein incorporated by reference.

BACKGROUND

1. Field of Invention

The present disclosure relates to a server chassis and an
assembling method thereof, and more particularly, to a server
chassis with capability of adjusting its length for accommo-
dating different lengths of servers.

2. Description of Related Art

Currently, servers are more and more broadly used. A home
office or an enterprise can stores a large amount of video data
or archives by servers. Therefore, the management and place-
ment of multiple servers become an issue cannot be ignored.
An appearance of a one of conventional severs may be shaped
like a rectangular box, which generally has standard dimen-
sions. For example, a server of 1U has a width of 19 inches
and a height of 1.75 inches.

However, there is no standard about lengths of the conven-
tional servers in the market. Different types of servers from
different manufacturers may have different lengths. For
accommodating servers with different lengths, a user may
need to purchase many chassis with different sizes to meet the
lengths requirements of the servers, which causes inconve-
nience.

SUMMARY

Accordingly, one aspect of the present invention is to pro-
vide a modular chassis with adjustable length to accommo-
date different types of servers.

According to an embodiment of the present invention, a
modular chassis is provided for accommodating a server. The
modular chassis includes a first casing module, a second
casing module and a back plate module. The first casing
module includes a first outer box and a second outer box. The
first outer box includes a first shield with a plurality of first
fixing holes arranged along a direction. The second outer box
is fit in the first outer box, and is capable of sliding along the
direction relative to the first outer box. The second outer box
includes a second shield with a second fixing hole, in which
the second fixing hole is fixed with one of the first fixing
holes. The second casing module is disposed inside the first
casing module and includes a plurality of power supply units.
The back plate module is disposed inside the first casing
module and includes a first surface and a second surface
opposite to each other. The first surface includes a plurality of
slots, and the second surface is faced to the second casing
module and is electrically connected to the power supply
units. The server is disposed inside the first casing module and
is inserted into one of the slots.

According to another embodiment of the present invention,
an assembling method of a modular server is provided. The
assembling method includes assembling a first casing mod-
ule. The assembling of the first casing module includes pro-
viding a first outer box and providing a second outer box, in
which the second outer box is configured to fit in the first outer
box, and the second outer box is capable of sliding along a
direction relative to the first outer box. Then, the method
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2

includes assembling a back plate into the first outer box, in
which the back plate includes a first surface and a second
surface opposite to each other, and the first surface includes a
plurality of slots. Each of the slots is configured to be con-
nected to a server. Then, the method includes assembling a
second casing module into the first outer box, in which the
second casing module includes a plurality of power supply
units configured to be electrically connected to the first sur-
face of the back plate.

As discussed above, according to the above embodiments,
the first casing module of the modular chassis includes the
first outer box and the second outer box, and through fixing
the first shied of the first outer box with the second shied of the
second outer box, the length of the first casing module is
adjustable, so as to accommodate different types of servers.

It is to be understood that both the foregoing general
description and the following detailed description are by
examples, and are intended to provide further explanation of
the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention can be more fully understood by reading the
following detailed description of the embodiment, with ref-
erence made to the accompanying drawings as follows:

FIG. 1 illustrates an exploding view of a modular chassis
and a server in accordance with an embodiment of the present
invention.

FIG. 2 illustrates an exploding view of a first casing module
in accordance with an embodiment of the present invention.

FIG. 3 illustrates an exploding view of a modular chassis
and a server in accordance with another embodiment of the
present invention.

FIG. 4 illustrates an exploding view of a modular chassis
and a server in accordance with yet another embodiment of
the present invention.

FIG. 5illustrates an exploding view of a first casing module
in accordance with another embodiment of the present inven-
tion.

FIG. 6 illustrates a flow chart of an assembling method of
a modular chassis in accordance with an embodiment of the
present embodiment.

FIG. 7 illustrates a flow chart of an assembling method of
a first casing module according to an embodiment of the
present invention.

DETAILED DESCRIPTION

The following embodiments are disclosed with accompa-
nying diagrams for detailed description. For illustration clar-
ity, many details of practice are explained in the following
descriptions. However, it should be understood that these
details of practice do not intend to limit the present invention.
That is, these details of practice are not necessary in parts of
embodiments of the present invention. Furthermore, for sim-
plifying the drawings, some of the conventional structures
and elements are shown with schematic illustrations. Wher-
ever possible, the same reference numbers are used in the
drawings and the description to refer to the same or like parts.

In the following embodiments, the server may be in rect-
angular shape, in which the height of the server is normally
fixed, for example, a 1U server has the height of 1.75-inch. On
the other hand, the width and the length of the server may be
different among different embodiments.

Inthe following embodiments, a connecting portion of two
outer boxes of a modular chassis can be changed, so that the
chassis can accommodate different lengths of servers. Please
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refer to FIG. 1, which illustrates an exploding view of a
modular chassis 10 and a server 20 in accordance with an
embodiment of the present invention. The modular chassis 10
can be used to accommodate a plurality of servers 20 and the
modular chassis 10 includes a first casing module 100, a
second casing module 300 and a back plate module 200.

Each of the servers 20 can be in rectangular shape with the
height H, the width W and the length [.1. In variety embodi-
ments, the Height H is fixed, but the width W and the length
L1 can be different according to different manufacturers. In
present embodiment, the length 1.2 of the first casing module
100 is adjustable, so that the first casing module 100 can be
used to accommodate different the servers 20 with different
lengths 1.

With reference made to FIG. 2 for an exploding view of the
first casing module 100 in accordance with an embodiment of
the present invention, the first casing module 100 includes a
first outer box 101 and a second outer box 102. The first outer
box 101 may have fourth first shields 101, and each of the
first shields 101a has a plurality of first fixing holes 1015
arranged along a direction X. The direction X is substantially
parallel to the direction of length .2 in FIG. 1.

Similarly, the second outer box 102 includes fourth second
shields 102a, and each of the second shields 1024 has a
plurality of second fixing holes 1025, in which one of the
second fixing holes 1025 can be selectively fixed with one of
the first fixing holes 1015. As a result, the second outer box
102 can be fit in the first outer box 101. Furthermore, the
second outer box 102 can be slidably moved along the direc-
tion X relative to the first outer box 101, so as to change the
fixing position between the first fixing holes 1015 and the
second fixing holes 1025 to adjust the length [.2 of the first
casing module 100.

For example, in FIG. 2, there are five first fixing holes 1015
and five second fixing holes 1025. If the left-most first fixing
hole 1015 and the right-most second fixing hole 1015 is fixed
together, the length of the first casing module 100 can be
reached its maximum. In present embodiment, a rivet 107 can
be passed through the first fixing hole 101 b and the second
fixing hole 1025, so as to fixedly fasten the first shield 101a
and the second shield 102a, but is not limited thereto. In other
embodiments, the fastening of the first shield 101a and the
second shield 102a may be implemented by other kinds of
fasteners.

With reference made to FIG. 1 and FIG. 2, the modular
chassis 10 further includes a back plate 200. The back plate
200 may be disposed inside the first outer box 101. The back
plate 200 includes a first surface 201 and a second surface
202. The first surface 201 can be faced to the first casing
module 100, and the second surface 202 can be faced to the
second casing module 300.

The second casing module 300 includes a plurality of the
power supply units 301. The second surface 202 can be elec-
trically connected to each of the power supply units of the
second casing module 300.

With reference made to FIG. 1, after defining the length [.2
of the first casing module 100, the back plate 200 and the
second casing module 300 can be disposed inside the first
outer box 101 of'the first casing module 100. The first surface
201 of the back plate 200 has a plurality of slots 210, and the
first surface 201 can be aligned with an opening of the first
outer casing 101, so that the back plate 200 can be disposed
inside the first outer box 101. Therefore, as the servers 20 are
assembled into the first casing module 100 from outside, each
of the servers 20 can be inserted into one of the slots 210, and
the second casing module 300 can be used to offer the power
to the servers 20 via the back plate module 300.
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With reference made to FIG. 2, in present embodiment, the
first casing module 100 may have an inner box 103. The inner
box 103 is disposed inside the first outer box 101 and the
second outer box 102. After the first shields 101a of the first
outer box 101 and the second shields 1024 of the second outer
box 102 are fastened together (the length .2 of the first casing
module 100 is defined), the first shield 101a and the second
shield 102a can be fixedly disposed on an outer wall 1034 of
the inner box 103. More particularly, the outer wall 103a of
the inner box 103 can have a hooking mechanism or a fasten-
ing mechanism (not shown in Figs.), so that after fixing
together, the first shield 1014 and the second shield 102a can
be fixedly disposed on the outer wall 1034 of the inner box
103.

In some embodiments, the inner wall 1035 of the inner box
103 can encompass to form an accommodating channel P.
The server 20 can be disposed inside the accommodating
channel P. In one embodiment, an opening P1 of the accom-
modating channel P can be in rectangular shape, so as to
easily put the server 20 into the inner box 103 via the opening
P1. In a variety embodiment, the first casing module 100 may
further include a plurality of rails 104, and each of the rails
104 can be disposed inside the inner wall 1035 of the inner
box 103. More specifically, grooves can be set on the inner
wall 10356 of the inner box 103, and the rails 104 can be
slidably disposed on the grooves. In yet another embodiment,
the rails 104 can be disposed inside the inner wall 1035 of the
inner box 103 first, and then the first shield 101a and the
second shield 103a can be fixedly disposed on the outer wall
1034 of the inner box 103.

With reference made to FIG. 1 and FIG. 2, in one embodi-
ment, the length [.3 of the inner box 103 along the direction X
can be smaller than the total length .4 of the first shield 101«
and the second shield 1024 after being fixed together along
the same direction X. More specifically, the total length [.4 of
the first shield 101a and the second shield 1024 along the
direction X is substantially equal to the length [.2 of the first
casing module 100 along the direction X. The length [.3 ofthe
inner box 103 can be equal to or slightly greater than the
length L5 of the second shield 102a. The total length [.6+1.7
of the second casing module 300 and the back plate module
200 are approximately equal to the total length 1.4 minus
length L5 ofthe second shield 102a. As a result, the back plate
module 200, the second casing module 300 and the server 20
can be encompassed inside the first casing module 100, so as
to protect the electrical components, such as the back plate
module 200, the second casing module 300 and the server 20.

From the above embodiments, the modular chassis 10 can
be divided into four modularized components, which are the
rails 104, the first casing modules 100, the back plate module
200 and the second casing module 300. The rails 104, the
back plate module 200 and the second casing module 300 are
disposed inside the first casing module 100, and the length [.2
of'the first casing module 100 can be adjustable to accommo-
date the servers 20 with different lengths [.1. Further, if the
rails 104, the back plate module 200 and the second casing
module 300 are displaced because of some practical require-
ments resulting in the length of the new rails 104, back plate
module 200 and second casing module 300 are different from
the original, the length [.2 of the first casing module 100 can
be adjusted for accommodating new rails 104, back plate
module 200 and second casing module 300.

It is noted that, the rails 104 of the above embodiments can
be disposed on different positions of the inner wall 1035 of the
inner box 103 according to the practical requirements of the
server 20. For example, with reference made to FIG. 1, if the
server 20 is a full-width lying type, the rails 104 can be
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disposed on two inner walls 1035 perpendicular to the direc-
tion Z. Inthis case, the slots 210 of the back plate module 200
can be arranged in a way parallel to the direction Z. Then, with
reference made to FIG. 3, in yet another embodiment, if the
server 20 is a standing type, the rails 104 can be disposed on
two inner walls 1035 perpendicular to the direction Y. In this
case, the slots 210 of the back plate module 200 can be
arranged in a way parallel to the direction Y. Then, with
reference made to FIG. 4, in still another embodiment, if the
server 20 is a half-width lying type, in which the server 20 in
FIG. 4 is half width W relative to the embodiment of FIG. 1.
Inthis case, the slots 210 of the back plate module 200 can be
arranged in a way having two rows parallel to the direction Z.

From the above embodiments, through dividing the modu-
lar chassis 10 into the rails 104, the first casing module 100,
the back plate module 200 and the second casing module 300,
the usability of the modular chassis 10 can be enhanced to
accommodate variety dimensions of servers 20.

Then, with reference made to FIG. 5 for an exploding view
of the first casing module 400 in accordance with another
embodiment of the present invention, the different of the
present embodiment from the embodiment of FIG. 1 is that,
the first outer box 401 and the second outer box 402 of the
present embodiment is in cuboid shape, and the first outer box
401 and the second outer box 402 of the embodiment in FIG.
1 is composed by four separated first shields 101a and the
second shields 1024. Simply speaking, the first shields 401a
of the first outer box 401 are already under a combination
state, and the second shield 4024 of the second outer box 402
are already under a combination state as well. Further, the first
outer box 401 and the second outer box 402 are integrated as
awhole with cuboid shape. As a result, a user merely needs to
fit the second outer box 402 into the first outer box 401, and
using a rivet 107 chooses one of the first fixing holes 4015 to
fasten with one of the second fixing holes 4015, so as to adjust
the length of the first casing module 400.

Then, with reference made to FIG. 6 for a flow chart of an
assembling method of the modular chassis in accordance with
an embodiment of the present embodiment, the method
begins at step S11: assembling a first casing module, so as to
define the length of the first casing module. More details
regarding the assembling of the first casing module are
referred to FIG. 2, FIG. 5 and FIG. 7, in which FIG. 7 illus-
trates a flow chart of an assembling method of a first casing
module according to an embodiment of the present invention.
First, method of the assembling of the first casing module
begins at step S111: providing a first outer box including a
first shield and a second outer box including a second shield.
As illustrated in FIG. 2, the first outer box 101 can include
multiple first shields 101a, but is not limited thereto. In FIG.
5, the first shield 4014 of the first outer box 401 can be one
single cuboid body. Similarly, the second outer box 402 can
include one or more second shields 402a. The first shield 101
or 401 may include a plurality of first fixing holes 101a or
401a, and the second shield 102 or 402 may include at least
one second fixing hole 102a or 4024, in which the first fixing
holes 101a or 401a are arranged along the direction X.

Then, at step S112: fitting the second outer box in the first
outer box and fixing the first shield with the second shield. In
more detail with reference made to FIG. 5, the second outer
box 402 can be slidably moved relative to the first outer box
401 along the first direction X, and through fixing the second
fixing holes 402a with one of the first fixing holes 401a by
fasteners, the first shield and the second shield is fixed
together and the length [.1 of the first casing module 100 can
be defined. Then, at step S113: providing an inner box. In
more detail with reference made to F1IG. 1 and FIG. 2, aninner
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wall 103a of the inner box 103 may encompass to form an
accommodating channel P for accommodating the server 20.
Then, at step S114: providing a rail and disposing the rail
inside the inner wall of the inner box. As a result, the server 20
can be slidably moved on the rail 104 along the accommo-
dating channel P. Then, at step S115: disposing the first shield
and the second shield on an outer wall of the inner box.
Thereafter, the assembling of the first casing module at step
S11 in FIG. 6 can be accomplished.

Then, with reference made to FIG. 6, after finishing the
step S11, the step S12 can be proceeded. At step S12: assem-
bling a back plate module into the first outer box. As shown in
FIG. 1, FIG. 3 and FIG. 4, the back plate module 200 is
displaceable according to different servers 20. Then, at step
S13: assembling a second casing module into the first outer
box. The second casing module may include a plurality of
power supply units. These power supply units 301 may offer
the power to the server 20 via the back plate module 200. At
last, after finishing the assembling of the modular chassis 10,
auser can put the servers into the modular chassis 10 along the
accommodating channel P.

As discussed above, the modular chassis and the assem-
bling method thereof of one or more embodiments have dis-
closed that the modular chassis can be divided into several
modularized parts, such as the first casing module, the second
casing module, the back plate module and the rails. The
length of the first casing module can be adjusted, so as to
accommodate servers with different dimensions. Further, the-
ses modularized parts can be replaced according to various
types of servers. Therefore, there is no need to purchase
chassis with different sizes to accommodate different types of
servers, which enhances the usability of modular chassis of
present invention and reduces the cost of purchasing different
chassis for users.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the structure of
the present invention without departing from the scope or
spirit of the invention. In view of the foregoing, it is intended
that the present invention cover modifications and variations
of this invention provided they fall within the scope of the
following claims.

What is claimed is:

1. A modular chassis for accommodating a server, the

modular chassis comprising:

a first casing module, comprising:
afirst outer box, comprising a first shield with a plurality

of first fixing holes arranged along a direction;

a second outer box fit in the first outer box, and being
capable of sliding along the direction relative to the
first outer box, the second outer box comprising a
second shield with a second fixing hole, wherein the
second fixing hole is fixed with one of the first fixing
holes;

a second casing module disposed inside the first casing
module and comprising a plurality of power supply
units; and

aback plate module disposed inside the first casing module
and comprising a first surface and a second surface
opposite to each other, wherein the first surface com-
prises a plurality of slots, and the second surface is faced
to the second casing module and is electrically con-
nected to the plurality of the power supply units;

wherein the server is disposed inside the first casing mod-
ule and is inserted into one of the slots.

2. The modular chassis of claim 1, wherein the first casing

module further comprises an inner box disposed inside the
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first and second outer boxes, and the first and second shields
fixed with each other are fixed on an outer wall of the inner
box.

3. The modular chassis of claim 2, wherein an inner wall of
the inner box encompasses to form an accommodating chan-
nel, and the server is disposed inside the accommodating
channel.

4. The modular chassis of claim 3, wherein an opening of
the accommodating channel is rectangular.

5

5. The modular chassis of claim 3, wherein the first casing 10

module further comprises a rail disposed on the inner wall of
the inner box, and the server is slidably disposed on the rail
along the accommodating channel.

6. The modular chassis of claim 2, wherein along the direc-

tion, a length of the inner box is smaller than a total length of 15

the first shield and the second shield which are fixed with each
other.

7. An assembling method of a modular chassis, compris-
ing:

assembling a first casing module, the assembling of the first 20

casing module comprising:

providing a first outer box comprising a first shield with
a plurality of first fixing holes arranged along the
direction; and

providing a second outer box comprising a second shield
with a second fixing hole, and the second outer box
being configured to be fit in the first outer box,

25

8

wherein the second fixing hole is fixed with one of the
first fixing holes, and the second outer box is capable
of sliding along a direction relative to the first outer
box;

assembling a back plate into the first outer box, wherein the

back plate comprises a first surface and a second surface
opposite to each other, the first surface comprises a
plurality of slots, and each of the slots is configured to be
connected to a server; and

assembling a second casing module into the first outer box,

wherein the second casing module comprises a plurality
of power supply units configured to be electrically con-
nected to the first surface of the back plate.

8. The assembling method of claim 7, wherein the assem-
bling of the first casing module further comprises:

providing an inner box and fixing the first shield and the

second shield which are fixed with each other on an outer
wall of the inner box.

9. The assembling method of claim 8, wherein an inner
wall of the inner box encompasses to form an accommodating
channel, and the assembling of'the first casing module further
comprises:

providing a rail and disposing the rail inside the inner wall

of the inner box, wherein the server is slidably disposed
on the rail along the accommodating channel.
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